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G2.G3.G4.G5.G7energy saving card switch 




Cneigy Sauing Switch 



• Energy saving switch, easy to install and use, safe, cost saving 

• Size: 86*86*40mm 

• CE certification available 

CE certification available 

Card type: suitable for any card insert to gain power, 
(or only Tennic card, or only nnifare-1 card style option) 
Working voltage: 50/60Hz 180 - 260V AC, or 12V DC 
Max currency: 30A 
Max load: 6000W 
Quiescent Operating power: IW 
Operating tennperature :-10 up to 60 
Operating hunnidity : 0 - 95% 
Delay: about 12 seconds 
Not working status: blue back - light 
Panel: innported PCflanne - retardant nnaterial 
Service life : relay contacts 100,000 tinnes 
Diagrann: L/ N (easy to install and using) 

Standard panel color is white, in bulk order we can also nnade silver, gold 
or other colors. 

OEM is welconne, including panel words, icons, logo printed, special color 
panel nnade. 
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G12 energy saving card switch 






Cneigy Sawing Swftcli 
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• Energy saving switch, easy to install and use, safe, cost saving 

• Size: 86*86*40mm 

• CE certification available 

CE certification available 

Card type: suitable for MFl card insert to gain power, 
(or only Tennic card style option) 
Working voltage: 50/60Hz 180 - 260V AC, or 12V DC 
Max currency: 30A 
Max load: 6000W 
Quiescent Operating power: IW 
Operating tennperature :-10 up to 60 
Operating hunnidity : 0 - 95% 
Delay: about 12 seconds 
Not working status: blue back - light 
Panel: innported PCflanne - retardant nnaterial 
Service life : relay contacts 100,000 tinnes 
Diagrann: L / N (easy to install and using) 

Black tennpered glass panel with silver or gold frame 

OEM is welconne, including panel words, icons, logo printed, special color 
panel nnade. 
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G13 energy saving card switch 
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Cneiq^ Sluing Switch 
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• Energy saving switch, easy to install and use, safe, cost saving 

• Size: 95*95*40mm (also have 90*90 choice) 

• CE certification available 

CE certification available 

Card type: suitable for MFl card insert to gain power. 

Working voltage: 50/60Hz 180 - 260V AC, or 12V DC 

Max currency: 30A 

Max load: 6000W 

Quiescent Operating power: IW 

Operating tennperature :-10 up to 60 

Operating hunnidity : 0 - 95% 

Delay: about 12 seconds 

Not working status: blue back - light 

Panel: innported PCflanne - retardant nnaterial 

Service life : relay contacts 100,000 tinnes 

Diagrann: L / N (easy to install and using) 

Snnnn thickness Tennpered glass panel + different card insert nniddl 
e part 

OEM is welconne, including panel words, icons, logo printed, speci 
al color panel nnade. 
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